
BASIC SPECIFICATIONS VERSE CADENCE VISION X BRAVADO CRESCENDO X FORTE UNISON
Application 5.1-Channel Soundbar 5.1-Channel Soundbar 5.1-Channel Soundbar Stereo Bookshelf Speaker Stereo Tabletop Speaker Stereo Amplifier Stereo Pre-Amplifier
Frequency Response (Hz) 65–20,000 65–20,000 43–23,000 45–23,000 50–23,000 – –
Drivers 9x 2.5” (6.4cm) 9x 2.5” (6.4cm) 3x Folded Motion 2x Folded Motion 2x Folded Motion – – 
   4x 4” (10.2cm) 5” (12.7 cm) 5x7” (12.7 x 17.8 cm)
Amplifier Power (Peak) 270 Watts 270 Watts 200 Watts 200 Watts 140 Watts 100 Watts/Channel –
Wireless Connectivity – 2.4/5GHz 802.11g/n 2.4/5GHz 802.11g/n 2.4/5GHz 802.11g/n 2.4/5GHz 802.11g/n 2.4/5GHz 802.11g/n 2.4/5GHz 802.11g/n

WIRELESS STREAMING
DTS Play-Fi® –      
Apple AirPlay® –  –    
Bluetooth™   – –  – – 
 4.2 with apt-X™ 4.2 with apt-X™   3.0 with apt-X™

TECHNOLOGY
Simulated Surround Channels ü ü ü – – – –
Wireless Surround Sound (via Play-Fi) – ü – – – – –
Anthem Room Correction (ARC™) ARC-2 & ARC Mobile ARC-2 & ARC Mobile – ARC-2 & ARC Mobile – ARC-2 & ARC Mobile ARC-2 & ARC Mobile
Dolby® Digital Decoding    – – – –
DTS® Digital Surround Decoding    – – – –
High-Resolution Streaming (via Play-Fi) – ü ü ü ü ü ü
Source Rebroadcast (via Play-Fi) – – – – – – ü

CONTROL FEATURES
Automatic Auxiliary Input Mode – – – ü – ü ü
Fixed Volume Mode – – – ü – ü ü 
INPUTS
HDMI (2.0a, HDCP 2.2 for 4K/60) – 3  – – – – –
Digital Optical 2 2 1 – 1 (via 3.5mm jack) – 1
Digital Coaxial – – 1 – – – –
Analog (Left/Right) 2 (RCA) 2 (RCA) 1 (3.5mm) 1 (3.5mm) 1 (3.5mm) 1 (RCA) 1 (RCA)
Ethernet 1 1 1 1 1 1 1
IR – – 1 – – – –

OUTPUTS
HDMI (with Audio Return Channel) – 1  – – – – –
Digital Optical – – – – – – 1
Analog (Left/Right) – – – – – – 1 (RCA)
5-Way Binding Posts (Left/Right) – – – – – 1 –
Subwoofer (Wired) 1 (RCA) 1 (RCA) 1 (RCA) 1 (RCA) 1 (RCA) 1 (RCA) –
Subwoofer (Wireless) 1 1 1 – – – –
12V Trigger – – – – – – 1
IR 2 2 – – – – –

ACCESSORIES
Wireless Subwoofer Receiver ü ü ü (sold separately) – – – –
Remote Control ü ü ü – ü – –
ARC Microphone ü ü – ü – ü ü
Cables USB for ARC, USB for ARC, digital optical USB for ARC digital optical,  USB for ARC USB for ARC 
 IR emitter IR emitter   mini toslink adapter

DIMENSIONS/WEIGHT
Dimensions, Table Mount (H x W x D) 3.5 x 46.1 x 5”  3.5 x 46.1 x 5” 5 x 39.9 x 5.9”  10.1 x 5.6 x 6.8“ 8.1 x 25.7 x 6.9” 3.2 x 8 x 8.4“ 3.4 x 8 x 8”  
 (8.9 x 117 x 12.7 cm) (8.9 x 117 x 12.7 cm) (12.7 x 101.3 x 14.8 cm) (25.7 x 14.2 x 17.3 cm) (20.5 x 65.3 x 17.5 cm) (8.2 x 20.2 x 21.2 cm) (8.5 x 20.2 x 20.2 cm)
Dimensions, Wall Mount (H x W x D) 5 x 46.1 x 3.9”  5 x 46.1 x 3.9”  5 x 39.9 x 5.9” – – – – 
 (8.9 x 117 x 12.7 cm) (8.9 x 117 x 12.7 cm) (12.7 x 101.3 x 14.8 cm)
Weight 12.7 lbs (5.4 kg) 12.7 lbs (5.4 kg) 20.5 lbs (9.3 kg) 7.5 lbs (3.4 kg) 15 lbs (6.8 kg) 3 lbs (1.4 kg) 1.5 lbs (0.7 kg)
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